
STATE OF UTAH FoRM 3
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING AMENDEDREPORT Q
(highlight dianges)

5. MINERALLEASENO: 0. SURFACE:
APPLICATION FOR PERMIT TO DRILL UTU 81437 Federal

1A. TYPE OF WORK: DRILL REENTER DEEPEN
7. IFINDIAN.ALLOTTEEOR TRIDENAME

B.TYPEOFWELL: OlL GAS OTHER SINGLEZONE MULTIPLEZONE
6.UNITorCAAGREEMENTNAME:

2. NAMEOF OPERATOR: 9. WELLNAMEand NUMBER:

TIDEWATER OIL & GAS, LLC Old Sagers Federal 13-32-2222
3. ADDRESSOF OPERATOR: PHONENUMBER: to FIELDANDPOOL.OR WILDCAT:

1645 COURT PL #301 DENVER CO 80202 (303) 468-0656 wildcat
4. LOCATION OF WELL (FOOTAGES) 11 OT SECTION. TOWNSHIP.RANGE.

ATSURFACE: 1984.7 FNL 2025.0 FEL q 3 o 'OR (< SWNE 13 22S 22E
Ar PROPOSEOPRODUCINGZONE: 1984.7 FNL 2025.0 FEL

14. DISTANCEINMILES ANDDIRECTIONFROMNEAREST YOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

6 MIWEST AND 2.5 MISOUTH OF CISCO, UT OFF GRAND CO RD 163 GRAND
15. DISTANCETO NEAREST PROPERTY OR LEASEUNE (FEET) 10. NUMBEROF ACRESINLEASE: 17. N IMBER OF ACRESASSIGNEDTO THISWELL:

1984.7' 1920.0 160
18. DISTANCETONEARESTWELL(DRILUNG.COMPLETED,OR 19. PROPOSED DEPTH 20. BONDDESCRIPflON:

APPLIEDFOR)ON THIS LEASE(FEET)

NONE 10,000 FEDERAL
21. ELEVATIONS(SHOWWHETHERDF. RT.GR, ETC.y 22. APPROXIMATECATEWORKWILL START: 23. ESTIMATEDDURATION:

4488.6' GL 11/10/2006 28 DAYS

24. PROPOSED CASING AND CEMENTING PROGRAM

SIZEOF HOLE CASINGSIZE.GRADE,ANDWEtGHTPER FOOT SETTINGDEPTH CEMENTTYPE,QUANTITY, YlELD.ANDSt.URRY WEIGHT

12.25 8 5/8" J55 32 500 PREM LITE 125 SX 2.28 CFISX 12 PPG

TYPE III 100 SX 1.41 CF/SX 14.5 PPG

7 7/8" 5 1/2" P110 17 10,000 50-50 POZ 370 SX 1.41 CF/SX 13.5 PPG

EXACT VOL TBD AFTEg LOGGING

26 ATTACHMENTS

VERIFYTHEFOLLOMNGAREATTACHEDIN ACCOROANCEWITH THE UTAH OIL ANDGAS CONSERVATION GENERALRULES:

WELLPLAT OR MAP PREPAREDBY UCENSEDSURVEYOROR ENGINEER COMPLETEORILLINGPLAN

2 EVIDENCEOF DMSIONOF WATERRIGHTSAPPROVAL FOR USEOF WATER FORM6, IF OPERATOR IS PERSON OR COMPANYOTHERTHANTHELEASEOWNER

NAME(PLEASEPRINT)R.E. KNIGHT TITLE AGENT

SIGNATURE oxy, 8/8/2006

(This space for Stato use only)

APINUMBERASSIGNED: APPROVAL;

DECEBVE
Approved by the AUGI 6 2006

e

DateO 1, t à ng
DIV OF OlL, GAS & MINING



Range 22 East °aation
was determined using a Trimble 5700

GPS survey grade unit.
Basis of Bearing:

(N89'59'W - 5277.36') The Basis of Bearing is GPS Measured.

ELEv. 4385 Th Be ted are per the recorded plot obtained
from the U.S. Land Office.
Basis of E¿evatfor

.- Basis of Elevation of 4385' being at the Northeast Section
Comer of §ection 13, Township 22 South, Range 22 East,Salt Lake uose and Meridion, os shown on the White HouseQuadmngle 7.5 minute series map.
Description of Locati.ow
Proposea Drill Hole located in the SW/4 NE/4 of Section 13,

g T22S, R22E, S.LB.&M., being 1984.08' South and 2024.99' WestTIDEWATER g g from the Northeast Section Corner of Section 13, T225, R22E,g¡g..gg..gggg .4 Salt Lake Base & Meridian.
ELav. &¿.88.6' g Surveyor's Certificate:

202/..99, 2 e I, Albert J. Spensko, a Registered Professional
-- 8 Land Surveyor, holding Certificate 146652

Stote of Utah, do hereby certify that the
-- -- -- - go In.formation on this drawing is a true and

accurate survey based on data of record and
was conducted under my personal direction
and supervision as shown hereon.

14865

TAION · INC.
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saammedme

i I I(NB9*56'W- 5276.70') TIDEWATER
Legend

Federal Well #13-32-2222
Drill Hole Location NOTES: section13. T22s, R22E, s.Le.&M.
Metal Cop (Found) 1. UTMand Latitude / Longitude Coordinates Grond County, Utah

are derived usina a GPS Pathfinder and are om.. su en.e.s up
Brass Cap (Searched for, but not found) shown in NAD 27 Datum. N. BUTKOVICH L.W.J./A.J.S.
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UT-060-3160-1
March,2001

Bureau of Land Management
Price, Moab and Monticello Field Offices, Utah

Applicationfor Permit to Drill
On-Site inspection Checklist

Company Tidewater Oil& Gas, LLÇ Well No._Old sagersFederal 13-32 -2222

Location: Sec. 13 , T.22S , R. 22E , Lease No. UTU-81437

On-Site Inspection Date MAY 17, 2006

AIIoperations willbe conducted insuch a manner that fullcompliance is made withapplicable laws, regulations
(43 CFR § 3100 &43 CFR § 3160), Onshore Oil and Gas Orders, the approved plan of operations and the
conditions of approval. The operator is fullyresponsible for the actions of his subcontractors. A copy of these
conditions willbe furnished to the field representative to ensure compliance.

A. DRII..UNGPROGRAM

1. Surface Formation and Eçtimated Formation Tops:
Mancos - surface
Morrison - 380
Moab Tongue 940
Carmel 1380
Navalo 1455
Kayenta 15§5
Wingate 1731
Chinie 1382'

Pennsylvannian Top 2630'
TD 10000

2. Estimated Depth at Which Oil,Gas, Water or Other MineralBearing Zones are Expectedtobe
Encountered

Death/Formation
Expected Oil Zones: Moab Tonque 940, C9rmel 1380, Navajo 1455 Kayenta - 1555',
Wingate - 1731', Chinie - 1382',

Expected Gas Zones:

Expected Water Zones:

Expected MineralZones:

AII fresh water and prospectively valuable minerals encountered during drilling will be
recordedby depth and willbe cased and cemented. When possible, water flow rates willbe
measured and samples willbe taken and analyzed withthe results being submitted to BLM.
AIIoil and gas showswillbe testedtodetermine commercial



3. Pressure ControlEquipment -include schematics of the BOP and choke manifold, and
describe testingprocedures:

5000 psi BOP
AllBOP ramswillbe tested to3500 psi. All valves and the choke manifoldwill

alog be testedto 5000 psi

P $ÿ5tëffffwilllU¯Coltaist-Order No. 2.
Pressure testsof the surface casing and all BOP eauiomentpotentiallysubject to pressure
willbe conductedbefore drillingthe surface casing shoe. Blowout preventer controlswillbe
installed prior to drilling the surface casing shoe and will remain in use until the well is
completed or abandoned. Ram preventers shall be inspected and operated each trip(no
morethanonce a day is necessary), and annularpreventersshall be inspected and operated
weeklytoensure good mechanicalworkingorder. These inspections shall be recorded in the
drillingtogand in the daily drillingreport.

4. Casing Program and AuxiliaryEquipment -include casing size, weight, grade, thread and
coupling,settingdepth and condition(new or acceptablyreconditioned):

Surface Casing: 8 5/8", 32 #lft, J55, STC new pipe set (di500'
Poduction String:5 ½", 17#lft, P110, STC, new pipe set (dt10000'

5. Cement -include the cement type,density, yield, additives and amount used in settingeach
casing string. Also include the anticipatedcement fill-up. If stage cementing, describe
techniques: SurfacePipe: Lep¢ =125 gx, 287 cf, 51 bþ\, Prêm lite +0% þenterijte
+2% cc+.25#/sx celloflake, 2.28 cf/sx,12ppq Tail = 100 sx, 141 cf, 25 bbl, Type Ill + .5

#/gx ççilo flgkg + 2%ÇÇ,1.41 of/sx,14.5 ppq

Production Casing: Lead = 371 sacks (50:50) Poz (FlyAsh):Type 111Cement + 0.2%
byge R-S+ 0.7% *wegFL-62 + 1% bwoc SedigmMetpsiliçate + 1 qalg/190 Spck FP-134.
+ 68.1% Fresh Water, 13.5 ppq. 1.41 cf/sx. Centralizers willbe run on bottom 3 joint;
&across any potential producinq zone. Volumes willbe adjusted from loq
measurements.

Surface casing shallbe cemented back tosurface. Centralizers shall be run, at a minimum,
on the bottom three jointsof each casing string.

6. Mud Program and Circulating Medium -include mud components and weights. When air
drilling, also include: length and location of blooie line; description of the auto ignitor;
description of the deduster equipment; and amounts, types and characteristics of stand-by
mud: _Air drillingis planned for thesurface hole and down totheDakota formation. A low
solids fresh water mud system is planned from that point to TD.

A qellsoda ash (nocpustic)mud withDrispac-R, use about 7-10 #/BBLGEL&Pac toqç\ a
32-34 funnel vis. A WL around 10-12 willbe preqiprnmed. 2°4 Ceci willbe used f9r ehple
inhibition. Additional inert, non-toxicadditiveycouldbe utilized if conditions dictate.

Due to potential for contaminationof usable quality water aquifers, chromates are banned
from Federal leases.

Sufficient mud materialswillbe stored on location to maintain well control and combat lost
circulationproblems that might reasonable be expected.



7. Corina. Loaning and TestinaProaram:
A Resistivitylog, Gamma Ray, Neutron Loq, Sonic and Dip meter loqs from total

depth tesurfacecasing are planned tobe run on thiswell.

No DSTs are scheduledon thiswell,

initialopening of drill stem test toolswillbe restricted to daylight hours.
8. Abnormal Conditions, Bottom Hole Pressuresand Potential Hazards -include anticipated

bottomhole pressure and/or pressure gradient. Also list anticipated lost circulation zones,
abnormal temperature zones and possible hydrogen sulfide bearing zones:

Bottom hole pressures are anticipated to be below hydrostatic gradient. No Atynormal
pressures are anticipated.

9. AnyOther Aspects of thisProposal that should be Addressed:

B. THIRTEENPOINT SURFACE USE PLAN
The dirt contractor willbe providedwithan approved copy ofthe surface use plan of operations before
initiatingconstrucilon.

1. Existinq Roads:

a. Proposed route to location (submit a map depicting access and well location).

b. Location of proposed well in relation to townor other reference point:
Proposed well is located approximately 6 mi.west and 2.5 mi south of Cisco, I)(sh

off Co. Rd. 163. The well is located ±25 miles north of Moab, UT & south of I-70
Highway.

c. Not applicaible.

d. Plans for improvement and/or maintenance of existing roads:
Noimorovementis reguiredoranticinatedforexistingroads.
AIIdamage willbe reoairedtoexistinaconditionDrior todrillinaactivitv.

e. Other:

2. Planned Access Reeds: New Construction

a. Location (centerline): New constructien i; flaqqedand shown on attached
surveyed map



b. Length of new access top be constructed: ±2700' of new road constructien iq
reqvired

c. Length of existing roads tobe upgraded: None

d. Maximumtotaldisturbed width: 25 ftat necessary curves

e. Maximum travelsurfacewidth: 15-20 ft at necessary curves

f. Maximum grades: NA

g. Turnouts: at road intersectionç, none required for thiswell

h. Surface materials: Native materialswill be used for the surface. If required,
crushedgravel willþçpipce¢ in strategiclocations.

i. Drainage (crowning, ditching, culverts, etc): The repd willbe flat bladed¢uring
drillinq. It is estimatedthatapproximately1 culvert (18') willbe necessary. I,ew
water creçqinqewillbe used at all points when possible. Road willbe upqrade¢ 99
needed for production.

j. Cattleguards: One cattlequard willbe required on west fence line

k. Length of new and/or existingroads which lieoutside the lease or unit boundary for
which a BLMright-of-wayis required:_New approx 2700' of off lease ROW tothe
west ofthe well pad is required. Existing: theAPD is being used asthe right-of-way
application. The off-lease road would be constructed as specified in the
APD.

1. Other: Calcium Chlorideor Maq Chloride will be used on the new road
constructiontostaþilizethe49ily.

Surface disturbance and vehicular travelwillbe limitedtothe approved location and access
road. Anyadditionalarea needed must be approvedby BLMin advance.

Ifa right-of-wayis necessary, no surface disturbing activities shall take place on the subject
right-of-wayuntiltheassociated APD is approved. The holder willadhere to conditionsof
approval in the Surface Use Program of the approved APD, relevant to any right-of-way
facilities.

If a right-of-wayis secured, boundary adjustments in the lease or unitshall automatically
amend this right-of-wayto include thatportion of the facilityno longer contained withinthe
lease or unit. In theeventofan automaticamendmenttothis rightof-way grant,theprioron-
lease/unit conditionsof approvalofthisfacilitywillnot be affectedeven thoughtheywould
nowapplyto facilities outsideof the lease/unit as a result of a boundary adjustment. Rental
fees, if appropriate shall be recalculated based on the conditionsof this grant and



regulationsin effectat the timeof an automaticamendment.

If at any timethe facilities located on public lands authorizedby the termsof the lease are no
longer included in the lease (due to a contractionin the unit or other lease or unit boundary
change) the BLMwill process a change in authorizationto the appropriate statute. The
authorizationwillbe subjecttoappropriaterental,or otherfinancialobligationsdetermined by
theBLM.

Ifthe wellis productive,theaccess roadwillbe rehabilitated or brought toResource (Class
III)Road Standards within60 days ofdismantling the rig. Ifupgraded,the access road must
be maintainedat these standards until thewellis properlyabandoned. If this time frame
cannot be met, theField Office Manager willbe notified so thattemporarydrainage control
can be installed alongthe access road.

3. Locptien of Existinq Wells -on a map, show the location of all water, injection, disposal,
producing and drillingwells withina one mileradius of the proposed well,and describe the
status of each: there arenowells withingne mileoftheproposed well

4. Loggtien of Production Facilities:

a. On-site facilities: Net known at thistime. Possible facilitiesare oiltanks,water tank,
dehy(frater, meter run,pipelines pnd separator

b. Off-site facilities: Unknown at thi; time

c. Pipelines: Unknownat thistime.

Allpermanent (in place for six monthsor longer) structures constructedor installed (including
oil well pump jacks) will be painted a flat, nonreflective color to match the standard
environmentalcolors, as determined by the Rocky Mountain Five-State Interagency
Committee. All facilities willbe painted withinsix months of installation. Facilitiesrequired to
complywith the Occupational Safety and Health Act (OSHA)may be excluded. Colorswillbe
as follows: matchthesoilspnd veqqtation

AIIsite security guidelines identified in 43 CFR § 3162.7-5 and Onshore Oiland Gas Order
No. 3 shall be followed.

Ifa gas meter run is constructed, it willbe located on lease within500 feet of thewellhead.
The gas flowlinewillbe buried from thewellhead to the meterand willbe buried downstream
of the meteruntilit leaves thepad. Meter runs willbe housed and/orfenced. The gas meter
shall be calibratedprior to first sales and shall be calibratedquarterly thereafter.Allgas
production and measurement shallcomplywith the provisions of 43 CFR §3162.7, Onshore
Oiland Gas Order No. 5, and American Gas Association (AGA)Report No. 3.

If a tankbattery is constructedon thislease, it willbe surrounded by a berm of sufficient



capacitytocontain1½ timesthestorage capacity of the largest tank. Allloading lines and
valveswillbe placed inside the berm surrounding the tankbattely. AIIoilproduction and
measurement shallconformto the provisions of43 CFR § 3162.7 and Onshore Oiland Gas
Order No. 4.

Production facilities on location may include a lined orunlinedproduced water pitas specified
in Onshore Oil and Gas Order No. 7. If water is produced from the well, an applicationin
conformancewith Order No. 7 must be submitted.

5. Location and Type of Water Supply:

Allwater needed for drillingpurposes willbe obtainedfrom (describe locationand/orshowon
a map): Water willbe obtainedfrom the CityofThompson Springs, Ut

A temporarywateruse permit for thisoperationwillbe obtained fromtheUtah State Engineer
in Price, Utah at (801) 637-1303

Water obtainedon private land, or land administeredbyanotheragency,willrequireapproval
from theowner or agency for use ofthe land.

6. Sourge of Construction Material:

Pad constructionmaterial wiHbe obtained from (if the source is Federally owned, show
location on a map): Construction materialwillcome from native material obtained from gut
and fill. Ad¢itional materialor gravel willbe obtainedfrom a commercial facility in Green
River or Moab Utah

The use of materialsunder BLMjurisdictionwillconformto 43 CFR § 3610.2-3.

7. Methods of Handlinq Waste Disposal:

Describe themethods and locations proposed for safe containmentand disposal ofwaste
material, e.g. cuttings,produced water, garbage, sewage, chemicals,etc.

The reserve pitwillbe lined with (nativematerial,bentonite, syntheticmaterial):
native on-siteclaySeils is plannedtobeused.

The reservepitwii be located: see diagram

The reserve pit shaH be located in cut matedal,with at least 50% of the pit volume being
below originalground level. Three sides ofthe reserve pitwillbe fenced before drillingstarts.
The fourth sidewillbe fenced as soon as drillingis completed,and shall remain untilthe pit
is dry. As soon as the reserve pit has dried, all areas not needed for production wii be
rehabilitated.

Trash must be containedin a trashcage and hauled away toan approved disposal site as
necessary but no later than at thecompletionof drillingoperations.

8. AncillpryFaçilities: None



9. Well Site Layout -depict the pit, rig,cut and fill,topsoil,etc. on a plat with a scale of at leas
1"=50'.

All wells, whether drilling, producing, suspended, or abandoned, will be identified in
accordance with43 CFR §3162.6.

Access to the well pad willbe from: the access road enterinq from the northerlydirection.
Access is depicted on plat

The blooie line willbe located: frem rotatinq head and proceed at an anqIe past the mudpit
199 bipoie pit , at least 100 feet from thewell head.

To minimizetheamountof fugitivedust and sprayescaping from the blooie pit, thefollowing
blooie line deflection methodwillbe employed: Water spraytowet dust

10. Plans for Restoration of the Surface:

The top 2 inches of topsoilmaterial willbe removedfrom the location and stockpiled
separatelyon: edge ofwellpad

Topsoil alongtheaccess road willbe reserved in place adjacent to the road.

Immediately upon completion of drilling,all equipment that is not necessary for production
shallbe removed.

The reserve pit and thatportion of thelocation not needed for production willbe reclaimed.

Before any dirt work to restore the location takesplace, the reserve pit must be completely
dry.

AIIroad surfacingwillbe removedpriorto the rehabilitationof roads.

Reclaimed roads willhave the berms and cuts reduced and will be closed to vehicle use.

Alldisturbed areas willbe recontouredto replicatethe natural slope.

The stockpiled topsoilwillbe evenlydistributed over thedisturbed area.

Prior to reseeding, alldisturbed areas, including theaccess roads, willbe scarified and left
witha roughsurface.

Seed willbe broadcast or drilled between Oct1 and Dec 15 , orat a timespecifiedby the
BLM. Ifbroadcast, a harrow or some other implement willbe dragged over the seeded area
toassure seed coverage.

The followingseed mixturewillbe used: fourwingssaltbush,shadscale, nuffallsspitbush
and Indian rineqrggy- gli (4 3#lac

Pure lineseeds (PLS)willbe used



The abandonmentmarker willbe one of the following,as specifiedby BLM:
1) at least four feet above ground level,
2) at restored ground level, or
3) below ground level.

In anycase the markershall be inscribed with the following: operatorname, lease number,
well name and surveyeddescription (township,range, sectionand eitherquarter-quarter or
footages).

Additional requirements:

11. Surface an¢ MinergiOwnership: Federal surfaceand minerals

12. Other Information:

a. Archeological Concems: There are no archeologicalconcerns at thislocatien er
on the access routeproposed. Montgomery Arch Consultants performed a qurvey
withnothinq09ingfpynd. Surveyon file.

The operator is responsible for informing all persons in the area who are associated
withthis project that theywillbe subject to prosecution for knowingly disturbing
historic or archaeological sites,or for collectingartifacts. Ifhistoric orarchaeological
materialsare uncovered during construction, the operator is to immediately stop
work that might further disturb such materials, and contact the BLMField Office.
Within five (5) working days, the BLMwillinform the operatoras to:

- whether the materialsappear eligiblefor theNational Register ofHistoric
Places;

- the mitigation measures theoperatorwilllikelyhave to undertake before
the site can be used (assuming in situ preservation is not necessary); and

- a timeframe for the BLMtocompletean expeditedreview under 36 CFR §
800.11 toconfirm,throughthe State Historic Preservation Officer, that the
findings of theBLMare correctand thatmitigationis appropriate.



If the operator wishes, at any time, to relocate activities to avoid the expense of
mitigation and/or the delays associated with this process, the BLMwill assume
responsibility for whatever recordation and stabilizationof theexposedmaterials may
be required. Otherwise, the operator willbe responsiblefor mitigation costs. The
BLMwillprovide technicaland procedural guidelines for the conductof mitigation.
Upon verificationfrom theBLMthatthe required mitigationhas been completed,the
operatorwillthen be allowedto resume construction.

b. Other:

13. Lessee's or Operator'sRepresentative and Certification

Representative:

Name: R. E. Knight

Title: Operations Engineer

Address: 1645 Court PI., Suite 301, Denver, Colorado 80202

Phone No.: 303-808-5672

Certification:

I hereby certify that 1,or persons under my direct supervision, have inspected the proposed
dritisiteand access route; thatI am familiarwiththeconditionswhichcurrentlyexist;thatthe
statements make in thisAPD package are, to the best of my knowledge, trueand correct;
and that the work associated with the operations proposed herein will be performed by

Tidewater Qil4 Ggs, LLC
and its contractorsand subcontractorsin conformitywith thisAPD package and theterms
and conditionsunder which it is approved. I also certifyresponsibilityfor the operations
conductedon that portion of the leased lands associated with this application;with bond
coverage being provided under BLMbond no. UTB-000211

. This statement is
subject to the povisions of 18 U.S.C. § 1001 for the filingofa false statement.

Signature
Operation; Engineer July 24, 2006

Title



Black Hat Federal 18-43-2224
NWSE Sec 18, T22S, R24E
UTU- 81754

SM CHOKE MANIFOLDEOU:PMENT - CONFIGUPATION MAY VARY



Black Hat Federal 18-43-2224
NWSE Sec 18, T22S, R24E
UTU- 81754

Tidewater BOP Schematic while Air Drilling

Blooie Line, min,
Rotating 30'
Head ( )

I I
Hydril

Pipe Ram

I I
Blind Ram

Tidewater and Drilling Contractorwill takeall precautions required to maintain
control of the well during drilling.

An automatic igniter will be installed when drilling potential producing zones.



Black Hat Federal 18-43-2224
NWSE Sec 18, T22S, R24E
UTU- 81754

Minimum Standards for Well Control EQMiement 4000'to 10.000°: API 3M!!RA or RSRA

A wel controldeviceshai be insialled at the surface that is capable
ofcompleteclosureofthe wei bore. TNsdevice shal be closed
wheneverthewellis unatended.

Blowoutpreverderand relatedequipmentshallbe instaled, used,
maintained,and testedIna mannernecessaryto insurewoi control
and shaN be In place and operallonalpdor todriMagthesurface
casingshoe unlessolherwiseapprovedby Pemit.

+-- Uppet kelly cook valve with handle available
Safety valve and subs to fit all ddli strings in use

VALVE LEGEND Alvalves (eKcept chokes)
In the killine, chola

CHECMVALVE manifold,and cholteine
shanbe a typethat does

Pressure gauges in the

CHOKEMANIFOLDPRESSURE GAUGE

FLOW1.INE

MUD -•

PII.L UP
PUMPS LINE

ADJUSTABLE
CHOKE

ANNul.AR

APIARRANGEMSNT
SRRAORRRA

FROMMUDPUMPS

Al choke ines shai be straightlines unless turnsuse toeblocks or are
lhe acculmiatorshaN have suNcient to the targetedwithnmring teesand shal be anchoredto prevent whipand
hydrauhcally conkoWedchokeine valve closeal leauce VIbraton.
ramaplustneannularpeuventer,and 200
pai aboveprocharge on theclosingmanifoldwithoutlhe use of Casing shai be set to a niinimum of300'or 10%oftolaldepth ofwet.
the closin0unitpumps. The 341systemahat have 2 Independent
power sourcestoclosethe preveniers. Nitra0en bolties may be There WIIIbe at least onecentraizeron eachofthe boltomtitee joints
oneoftheindependent powereources. of mil ada

a
be new

Power for theclosingunHpumps shmibe availableto the unkat Stey are Irgended. Casirq cotels shal have a minimumclearanceof
allUmes so lhat the numps shai aut startwhen Ole OA22inches an al sides mthe irdermediate or production casingshmi
closingunitmanifold pressure has d to a promet level. equalor exceedthe wolMng pressure ofthe approvedBOPE stick.

EachDOPEclosinaunRshal be of the Surface casingshai be cementedtackto surface either during the
hydraulcaly operaled gate valve closing pdrnarycomert jobor by remedialcomoning.
theannulsiorpreventeron the to be used
WMhin2 ninuies, and obtaina trinimum of200 boue the I \ Top plugsshai be used to reducecontaminalonofcomaniby
prochaige pleasure whileisolaipdfrom Sto displaciment iluid.

SOPEconnecions oujoctedtowei pisseure shai be llenned
weldedand clarnped.unling spoolor blowout preventer idth 2
side outlets.



Black Hat Federal 18-43-2224
NWSE Sec 18, T22S, R24E
UTU- 81754

iv. SMsystem:
-Annular preventer '
-Pipe ram, blind ram, and, if .

conditions warrarit, as.specified by the
authorized.officer, another pipe ram
shall also be required *

.

-A second-piperam-preventeror
variable bore pipe ram greventer shall
be used-with a tapered Gill string

-Drilling spool, or blowout preventer
Mth 2 side outlefs{choke side shall be a
34noh minimum,diameter, kill side shall
be atieast 2dnch diameter) * -Lower kelly.cock valve with handle

-31nch diameter choke line avanable
-2.choke line valves (adndh -Safety valve(s) ánd subs to fit all

um drillstring connectiona in use
- -4<ill line{24nah minininnt). ,

-laside BOPor float sub ävailable
-24hokes with tyemotelycontrolled -Pressure gange on choke manifold

. WAll BOPEconnections subjected tofrom floor (refer to diagram in well pressure shall be flanged, welded.
Attachment1) or clamped '

.

-2kill line valves and a check valve .-Fill-up.lin&àbove the upperraost
.

(2 hich niinimum) * pfeveittpr.
-Upper kelly cock valve with hand ' vióianon:Mipor4ellitenis uriliisa

available .
.

marked by;asterlik)
.Coitective:Action Install the-When the expected pressures -

approach working pressure of the
.

- e d
system. 1 remotekilHine tested to stack . Vloratiõn: Majöi.
pressure (which shall rún to the outer . . correctiveAction: Install the
edgeof the sikbstructureand be equipment asapecined.
unobstructed) Normal Abatement Period: Prostipt

correction required.



Old Sagers Federal 13-32-2222
SWNE Sec 13, T22S, R22E
1984 FNL 2025 FEL
UTU- 81437
Elevation = 4488.6' ground level

Tidewater Oil & Gas, LLC
James Jones, Manager
1645 Court Pl, Ste 301

Denver, Co. 80202
303-468-0656

Black Hat Federal 13-32-2222

Contact Phone Number
R.E. Knight - 303-808-5672

Lease Tvoe
Federal Lease - UTU-81437

Water Rights
Water used for drillingand completion operations will be purchased from the City of
Thompson Springs for this project.

Estimated Formation Tops

Mancos - surface
Merripop - 417
Moab Tonque 1040
Carmel 1520
Ngyalo 1590
Kayenta 1790
Wingate 1990
Chinie 2320'
Cutler 3120'
TD 10000

Any anticipated water would be covered by the surface casing set at



Old Sagers Federal 13-32-2222
SWNE Sec 13, T22S, R22E
1984 FNL 2025 FEL
UTU- 81437
Elevation = 4488.6' ground level

Drilling Program

1. Set and cement conductor pipe to 12'. Cement pipe with cement to surface.

2. Move in. Rig up

3. Drill 12 ½" hole to ±500 ft. using air/mist/fresh water system. Take directional survey at
250' and at 500'. Rig up mud logging equipment. Samples will be takenevery 15' from
surface casing to total depth.

4. Run surface pipe to ±500'. Cement casing in hole from TD to surface. Estimate 300 cf of
cement required. Surface Pipe: Lead =125 sx, 287 cf, 51 bbl, Prem lite +8% bentonite +2%

cc+.25 #/sx cello flake, 2.28 cf/sx,12 ppg _

Tail = 100 sx, 141 cf, 25 bbl, Type III +
.5 #/sx

cello flake + 2% CC, 1.41 cf/sx, 14.5 ppg

5. Wait 12 hours on cement. Install casing head.

6. Rig up BOPE equipment. Test BOPs to 3500 psi. Test casing to 3000 psi. Rig up mud
logging equipment. Sampleswill be taken every 15' from surfacecasing to total depth.

7. Drill 7 7/8" hole from 500' to 10000' using air/ air mist/ or low solids dispersed mud from
500' to TD. Take deviationsurvey every 250'. Drill hole to match casing length.

8. Circulate hole with a low solids dispersed mud. Run Resistivity log, Gamma Ray, Neutron
Log, Sonic, and Dip Log from total depth to surfàce casing.

9. Run productioncasing to TD. Cement casingfrom TD to surface casing with 480 cubic feet
of Production Casing: Lead = 371 sacks (50:50) Poz (Fly Ash):Type III Cement + 0.2% bwoc
R-3 + 0.7% bwoc FL-62 + 1% bwoc Sodium Metasilicate + 1 gals/100 sack FP-13L + 68.1%
Fresh Water, 13.5 ppg. 1.41 cf7sx. Centralizers will be run on bottom 3 joints& across any
potential producing zone. Land casing with Model R casing head.

10. Rig down. Move rig off



Old Sagers Federal 13-32-2222
SWNE Sec 13, T22S, R22E
1984 FNL 2025 FEL
UTU- 81437
Elevation = 4488.6' ground level

Well Equipment and Procedures
Anticipated Water bearing formations
Surface casing set and cemented to 500' will isolate and protect any potential fresh water zones
encountered. Any other water or hydrocarbon bearing zones below 500' will be isolated with
casing and cement when the well is cased.

Pressure Control Equipment
Well will utilize a 5000 psi BOP. The BOP will have a pipe rams, blind rams and a hydril. A
rotating head will be utilized while drilling with air. All BOPs will be tested to 3500 psi when
the equipment is installed and if the integrity of the pressure control system is compromised
duringdrillingoperations.

Casing Program
Casing
Run guide shoe and fill-up collar onejointabove bottom. Install centralizers on every other
jointof casing. Add centralizer across all productive zones.
Surfàce pipe - 8 5/8", 32 #/ft, 155
Production - 5 ½", 17 #/ft, P110

Cementing
Surface pipe will be cemented to surfàce using redi-mix cement or Surface Pipe: Lead
=125 sx, 287 ef, 51 bbl, Prem lite +8% bentonite +2% cc+.25 #/sx cello flake, 2.28 cf/sx,12
ppg _

Tail = 100 sx, 141 of, 25 bbl, Type III +
.5 #/sx cello flake + 2% CC, 1.41 cf/sx, 14.5

ppg.
Production string will be cemented from TD to Surfacepipe using Production Casing: Lead
=_371 sacks(50:50) Poz (Fly Ash):Type Ill Cement+ 0.2% bwocR-3 + 0.7% bwocFL-62 +
1% bwoc Sodium Metasilicate + 1 gals/100 sack FP-13L + 68.1% Fresh Water, 13.5
ppg._l.41_cf/sx. Centralizers will be run on bottom 3 joints& across any potential producing
zone. Cementvolumes to be confirmed from logs. Fifty percent excess will be included in
calculations. An estimated 480 cu. 11of 12 ppg cement will be used to cement the casing. All
potential producing zones will be covered with cement. Cement volume will be adjustedto log
caliper.

Circulating Medium
The well will be drilledutilizing air or air mist. If required, a nondispersed, low solids 9.0 ppg
mud will be used in the well. Adequate weight material will be on location to be able to
contain any unforeseen formation pressures during the drilling operations. Viscosity will be
maintained at 40 for



Old Sagers Federal 13-32-2222
SWNE Sec 13, T22S, R22E
1984 FNL 2025 FEL
UTU- 81437
Elevation = 4488.6' ground level

A qellsoda ash (no caustic) mudwith Drispac-R, use about 7-10 #/BBL GEL & Pac to get a 32-34
funpê\ vis, AWL around10-12 will be programmed. 2% CaCI willbe used for shale inhibition.
Additional inert, non-toxic additivescould be utilized ifconditions dictate.

Well Testing
Mud Logging
An on-site geologist will be on location from surface to total depth. Take samples every 15
féet while drilling. Hydrocarbon monitoring and detection equipment will be utilized during
drilling operations.

Longina Program
The well will be logged from TD to surface casing with a Resistivity log, Gamma Ray log and
Compensated Neutron Log, Sonic and Dip Meter.

Deviation
Take deviation surveyevery 250'. Maximum change will be 2° between surveys. This will be
a vertical well.

Anticipated Pressures & Potential hazardous conditions
Anticipated formationpressures will be under hydrostaticgradient. Expected bottom hole
pressure is estimated to be 3000 psi.

No abnormal pressures or temperatures are anticipated.

No hydrogen sulfidegas is anticipated.

Adequate weight material will be on location to be able to contain any unforeseen formation
pressures during the drilling
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/16/2006 API NO. ASSIGNED: 43-019-31497

WELL NAME: OLD SAGERS FED 13-32-2222

OPERATOR: TIDEWATER OIL & GAS CO ( N3000 ) PHONE NUMBER: 303-468-0656

CONTACT: R.E. KNIGHT

PROPOSED LOCATION: INSPECT LOCATN BY: / /

SWNE 13 220S 220E Tech Review Initials Date
SURFACE: 1984 FNL 2025 FEL

BOTTOM: 1984 FNL 2025 FEL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.89319 LONGITUDE: -109.4310

UTM SURF EASTINGS:636078 NORTHINGS:4305886 Surface

FIELD NAME: WILDCAT ( 1 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU 81437 PROPOSED FORMATION: PENN

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

v Bond: Fed[1] Ind[] Sta[] Fee[] Unit:
(No. UTB-000211 )

Potash (Y/N) %/ R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

V Water Permit R649-3-3. Exception

(No. MUNICIPAL )
A RDCC Review (Y/N)

Drilling Unit

(Date: ) Board Cause No:
Eff Date:

6AÑ Fee Surf Agreement (Y/N) Siting:

jdV) Intent to Commingle (Y/N) ,R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:



T22S R22E T225 R23E

I

OPERATOR: TIDEWATER O&G (N3000)

SEC: 13 T.22S R. 22E

FIELD:WILDCAT (001)

COUNTY: GRAND

SPACING:R669-3-2/GENERALSITING
G

RACnGOEN Utah OilGas and Mining
× LOCATION ABANDONED

NEW LOCATION
Field Status Unit Status § PLUGGED & ABANDONED

ABANDONED EXPLORATORY X PRODUCING GAS
ACilVE GAS STORAGE O PRODUCING OIL
COMBINED CO DARY O
INACT1VE NG

)ii( TEMP. ABANDONED
PROPOSED

PP GAS o TEST WELL

RM TED PPGEOTHERML A WATERINJECTION $
FP OIL g WATER SUPPLY PREPARED BY: DIANA WHITNEY
SECONDARY g WATER DISFOSAL DATE: 17-AUGUST-2006
TERMINATED '.



JON M. HUNTSMAN, JR.
Governor

,,,,,.· GARY R. HERBERT
"-42,¾-' Lieutenant Governor

State of Utah August 17, 2006

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director

Tidewater Oil & Gas, LLC
Division of 1645 Court Place, Suite 30l

Oil, Gas & Mining Denver, CO 80202
JOHN R. BAZA
Division Director

Re: Old Sagers Federal 13-32-2222 Well, 1984' FNL, 2025' FEL, SW NE, Sec. 13,
T. 22 South, R. 22 East, Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and

continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-019-31497.

ncerely,

Gil Hunt '

Associate Director

pab
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

telephone (801) 538-5340•facsimile (801) 359-3940• TTY (801) 538-7458



Operator: Tidewater Oil & Gas, LLC

Well Name & Number Old Sagers Federal 13-32-2222

API Number: 43-019-31497
Lease: UTU-81437

Location: SW NE Sec. 13 T. 22 South R. 22 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have

not been established through an order of the Board of Oil, Gas and Mining (the "Board").

In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from

surrounding areas if available. As soon as is practicable after completion of its analysis,

and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order

from the Board establishing drilling and spacing units in conformance with such analysis

by filing a Request for Agency Action with the



United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Moab Field Office

82 East Dogwood Avenue
Moab, UT 84532

3160
UTU81437
UTU81754

(UT-062)

JUN2 2 2007
Mr. Roger Knight
Tidewater Oil & Gas Company LLC
1645 Court Place, Suite 301
Denver, Colorado 80202

Re: Deficiencies in Applications for Permit to Drill (APDs)

4 Old Sagers Federal 13-32-2222 Black Hat Federal 18-43-2224

Lease UTU81437 Lease UTU81754
o Section 13, T22S, R22E Section 18, T22S, R24E

Grand County, Utah Grand County, Utah

Dear Mr. Knight:

We are returning the two referenced Applications for Permit to Drill (APDs) without approval. It
has become apparent that the design of the two wells does not incorporate the necessary safety
factors to drill into largely unknown formations and pressures.

We have reviewed your supplement to the above referenced APDs. You have identified that
you do not know what formations might be penetrated in the bottom 3000 feet of hole. We
acknowledge that there is limited drilling information available for these depths. Deep
exploratory drilling into untested formations warrants a conservative approach to well design to
ensure that well control is maintained.

Without knowing what formations willbe penetrated, one cannot confidently estimate the
pressures that will be encountered. Therefore, the reasonable course would be to err on the
side of conservative well design. Your proposed casing design, with only 500 feet of J-55
surface casing, clearly does not provide the level of design strength necessary to confidently
drill a deep well into unknown pressures.

RECEIVED
JUN252007

OlV0 L,GAS&



Should you elect to re-submit these APDs, in addition to designing the wells to safely
accommodate higher down-hole pressure, please give attention to the following points:

-Identify target formations. No oilor gas zones are identified in the lower 7000 feet of
the well.

-Clearly identify the size and working pressure of proposed well control equipment. If
more than one system is being considered, describe each, and explain what factors the final
selection will be based upon.

-If a DV tool is proposed, identify where in the casing string it will be placed, or describe
how the location willbe determined.

Should you have any questions, please contact Eric Jones at 435-259-2117.

Sincerely,

Is/ A.LynnJackson

Assistant Field Manager
Division of Resources

Enclosure
Unapproved Applications for Permit to Drill

cc: State of Utah, Division of Oil, Gas and Mining (wo/Enclosure)



STATE OF UTAH FORM 9
DEPARTMENTOF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNABONANDSERIALNUMBER:
UTU-81437

SUNDRY NOTICES AND REPORTS ON WELLS & IF INDIAN. ALLOTTEEOR TRIBE NAME

7 UNIT or CA AGREEMENTNAME
Do not use WWs form for proposals to drillnew weis, signincaniy deepen omielingweis boks currentbononWlale deptt, roertar plugged wels. or to

drW Ilarizontal laterais. Use APPUCATION FOR PERMIT TO DRILL form for oudt propossa

1 TYPE OF WELL 8 WELL NAME and NUMBER
OIL WELL GAS WELL Q OTHER Old Sagers Federal 13-32-2222

2 NAM OPERATo

Gas, LLC
3 ADDRESSOF OPERATOR PHONE NUMBER 10 FIE ANDPOOL, OR WILDCAT

1645 Court PI., Suite 310 Denver CO 80202 (303) 468-0656 WILDCAT
4 LOCATION OF WELL

FOOTAGESAT SURFACE 1984 FNL &202 FEL countv Grand

OTRIQTR SECTIOK TOWNSHIP RANGE.MERIDIAN SWNE 13 22S 22E svATE
UTAH

n CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

O ACIDI2E DEEPEN REPERFORATE CURRENT FORMATION

O NOTICEOF INTENT
s--> O ALTER CMG FRACTURETREAT SIDETRACK TO REPAIR WELL

^e -"••---- O CAmmREMR NEWCONSTRUCRON TEMPORARILY ABANDON

CHANGETO PREMOUS PLANS OPEWOR CHANGE TUBINGREMR

O CHAWE To O PWG AND AMOpi VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PWG BACI WATER DISPOSAL

(Sad-I Onginal Form Only)

O CHANGE WELL STATUS UCRON (STAMSM) WATERSHUT-OFF

Dale of work compieban

O COMMINGLE PRODUCING FORMATIONS RECLAMAflON OF WELL SITE OTHER

O CONVERTWELL TYPE RECOMPLETE- DIFFERENT FORMATION

12 DESCRIBEPROPOSED OR COMPLETEDOPERATIONS. Clearly show al pettinent details includingdates, depths, volumes, ete

Operator will install 1000 feet of surface casing in well

NAME (PLEASE PRIN E TITLE

(This space for State use only)

(5/2000) (See insinactions on Reverse



STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5 LEASEDESIGNATION ANDSERAL NUMBER

UTU41437

SUNDRY NOTICESAND REPORTS ON WELLS
6 IFINDIAN.ALLOTTEEORTRIGENAME

7 UNITor CA AGREEMENTNAME:

Do not use this infm for proposals to &M new weis, signincar@ydeepen emising weis below cument batom-hole depBL menior¢uggedweis, or to
&WIhorizonist IGlitals. Use APPUCATIONFOR PERMITTO ORILLfann Ibr suchpoposals.

1 TYPEOF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER OLDSAGERS FED 13-32-2222

2 NAMEOF OPERATOR: 9 API NUMBER

Tidewater Oil & Gas, LLC 4301931497
3 ADDRESSOF OPERATOR PHONE NUMBER 10. FIELDANDPOOL. OR WILDCAT

110 16th st , suite1220 Denver CO 80202 (303) 486-0656 WILDCAT
4 LOCATION OF WELL

FOOTAGES AT SURFACE 1984 FNL, 2025 FEL COUNTY GRAND

QTRIQTR. SECTION. TOWNSHIP RANGE.MERIDIAN SWNE 13 22S 22E STATE
UTAH

11 CHECK APPROPRIATE BOXESTO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATION

O NOTICEOF INTENT
(Submitin Duplicate) O ALTER CASING O FRACTURETREAT O SDETRACK TO REPAIRWELL

Approximate date workwil start CASINGREPAIR NEWCONSTRUCTION TEMPORARILY ADANDON

11/1/2007 O CHANGETO PREVIOUS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUSNG PLUGANDABANDON VENT OR FLARE

O SUBSEQUENTREPORT Q CHANGEWELLNAME PLUGBACK WATER DISPOSAL

(SubmilOriginalForm Ordy)
O CHANGEWELLSTATUS PRODUCH (STAMME) WATERSHUT-OFF

Dele of workcompletion
O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELLSITE OTHER EXTEND APD

O CONVERT WEU. TYPE RECOMPLETE-DIFFERENTFORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS Clearlyshow all partinent details including dates, depihs, volumes ete

TIDEWATER OIL & GAS, LLC REQUESTS AN APD EXTENSION FOR THIS WELL.

Approvedby the
Utah Divisionof

Oil,Gas and Mining

Date: -t4

By:

NAME(PLEASEPRWT) R.E. KNIGHT ,,ye, Agent

SIGNATURE DATE 8/8/2007

(Tiets space for Simieune only)

(6/2000) (See Instrucdons on Reverse



Application for Permit to Drill
Request for Permit Extension

Validation
(thisformshouki accompany the Sundry Notice requesting permit extension)

API: 4301931497

Well Name: OLD SAGERS FED 13-32-2222

Location: SWNE See 13, T22S, R22E
Company Permit issued to: Tidewater Oil & Gas, LLC

Date Original Permit issued: 8/17/2006

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklistof some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONom

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unitor other agreements put in place that could affect the
permitting or operation of this proposed well? YesO Nom

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No O

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers this proposed well? YesŒNoO

8/12/2007

Signature Date

Title: Agent

Representing: Tidewater Oil & Gas,



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1.DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 2/12/2008

FROM: (Old Operator): TO: ( New Operator):
N3000-Tidewater Oil & Gas Company, LLC N3440-NAE, LLC

110 16th St, Suite 1200 16800 Imperial Valley Dr, Suite 380
Denver, CO 80202 Houston, TX 77060

Phone: 1 (303) 327-7134 Phone: 1 (281) 931-8933

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
SEE ATTACHED LIST

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 2/26/2008
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 2/22/2008
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/15/2008
4a. Is the new operator registered in the State of Utah: Business Number: 6666480-0161
4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
Sb. Inspections of LA PA state/fee well sites complete on: ok
5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM not yet BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: not yet

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/27/2008
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/27/2008
3. Bond information entered in RBDMS on: 2/27/2008
4. Fee/State wells attached to bond in RBDMS on: 2/27/2008
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 2/27/2008
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOO296
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 8030575893

3b. The FORMER operator has requested a release of liability from their bond on: 2/22/2008
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a
COMMENTS:

NAE FORM A.xls



STATE OF UTAH FORM9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GASANDMINING & L.EASEDESIGNATIONANDSERIALNUMBER:

úRTS ON WELIAS 6. IF INDIAN,ALLOTTEEOR TRIBENAME:

7. UNITor CA AGREEMENTNAME:Do notuse thisformfor proposals todrillnewwells,significantlydeepen existingwellsbelow currentbottom-holedepth, reenterplugged wells, or to
drillhorizontal laterais. Use APPLICATIONFOR PERMITTO DRILLfomi for suchproposals.

1. TYPE OF WELL 8. WELLNAMEandNU ER:OILWELL GAS WELL OTHER

2. NAMEOF OPERATOR: 9. API NUMBER:
NAE,LLC S Ò

3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDANDPOOL,OR WILDCAT;
16800 ImperialValleyDr crry Ste. 380 HOUSTON

STATE TX ,,,77060 (281) 931-8933
4, LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY:

QTRIQTR,SECTION,TOWNSHIP,RANGE,MERIDIAN STATE:
UTAH

CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE,REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SlDETRACKTO REPAIRWELL

Approximatedate workwillstart: CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUGANDABANDON O veurons'^me
O SUBSEQUENT REPORT CHANGEWELLNAME PLUGBACK WATERDISPOSAL(Submit OriginalForm Only)

O CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date of work completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERTWELLTYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details includingdates, depths, Volumes, etc.

NAE, LLC willbe assuming all plugging and reclamation liabilities for the wells on the schedule attached hereto.

Effective Date: 2/12/08

Federal Bond Number: UTBOOO296
State Bond Number: 8030575893

Name: Ti water Oil &Gas C mpany LLC. Address: 110 16th St., Ste 1200, Denver, CO 80202

Signatu :

Title:

Date:

NAME{PLEEASEPRINT)

(ThisspaceforStateuseonly) RECENED

APP OVED Ñ /Â/ FEB22 2003

(5/2000) (See instructions on Reverse Side) F01, GAS&
Divisionof Ott,GasandMining Dy 0

Earlene Russell, Engineering



well name sec twp rng api entity lease wegt
FEDERAL MSC 26-1 26 210S 190E 4301931407 14785 Federal GW S
FEDERAL 7-34-2122 07 210S 220E 4301931484 Federal OW APD
BLACK HAT FED 18-43-2224 220S 240E 4301933495 Federal OW D
OLD SAGERS FED 13-32-2222 13 220S 220E 4301931497 Federal OW APD
STATE 1-32 32 210S 190E 4301931394 13598 State OW PA
STATE 21-19 (32-16D) 32 210S 190E 4301931399 13903 State OW TA
STATE MSC 16-1 T5 200E 43019Ù401 14166 State OW S
STATE MSC 35-1 3 210S 190E 4301931404 14259 State GW S
N THOMPSON 2-1 02 210S 200E 4301931412 14376 State GW OPS
TIDEWATERST 23-5 23 210S 230E 4301931466 16258 State OW PA
TIDEWATERST 23-2 23 210S 230E 4301931467 State GW APD
TIDEVVATERST23-1 23 210S 230E 4301931468 State GVVAPD





O .

State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
'.. ,,,,7 Executive Director

JON M. HUNTSMAN, JR.
Division of Oil, Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

October 23, 2008
R.E. Knight
Tidewater Oil & Gas, LLC
110 16TH Street, Suite 1220
Denver, CO 80202

Re: APD Rescinded -Old Sagers Fed. 13-32-2222 Sec. 13 T. 22 R. 22E
Grand County, Utah API No. 43-019-31497

Dear Mr. Knight:

The Application for Permit to Drill (APD) for the subject well was approved by the
Division of Oil, Gas and Mining (Division) on April 17, 2006. On August 14, 2007, the Division
granted a one-year APD extension. No drilling activity at this location has been reported to the
division. Therefore, approval to drill the well is hereby rescinded, effective October 23, 2008.

A new APD must be filed with this office for approval prior to the commencement of any
future work on the subject location.

If any previously unreported operations have been performed on this well location, it is
imperative that you notify the Division immediately.

Sincerely,

D ana Mason
EÃžironmentalScientist

cc: Well File
Bureau of Land Management, Moab

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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